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Magnetometr TM197 TENMARS
AC/DC

Včetně DPH 9 415 Kč

Bez DPH 7 781 Kč

Dostupnost Na vyžádání

Dostupnost na skladě 3 ks.

Dodací lhůty: 3-5 dny

Katalogové číslo 111176

Výrobce Tenmars

Popis produktu
|||UNTRANSLATED_CONTENT_START|||

Product Description

|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||

Může měřit DC a AC (40-500 Hz) magnetické pole.|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
DC N / S polarity zobrazení magnetického pole.|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
Po zpracování součásti stroje zůstanou magnetizace pro měření.|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
Magnetické aplikační produkty, intenzita měření magnetického pole.|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
Po zpracování stresu z materiálu z nerezavějící oceli zůstanou měření magnetismu|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
Měření magnetické síly magnetizovatelného materiálu.|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
Různé výrobky z oceli přinesly magnetické měření přirozeně.|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
Elektrické spotřebiče pro domácnost, měření intenzity magnetického pole motoru|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
Měření intenzity magnetického pole permanentního magnetu.|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
Překročíte magnetické pole unikajícího magnetického pole k měření|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||

Application

|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||

DC magnetic field meter measuring static magnetic strength.|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
An electromagnetic wave (AC) simply means the wave motion of the electromagnetic field (EMF).|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
Measuring extremely low frequency (ELF) of 40 to 500Hz.|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
It is capable of measuring the electromagnetic field radiation intensity that is produced from electric transmission
equipment, lower line, microwave oven, air conditioner, refrigerator, computer monitor, video/audio device and so
forth.|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
The magnetic field unit is Tesla (T), Gauss (G),
|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||milli-Gauss (mG) or micro-Tesla (uT).|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
1 T=10,000 G, 1uT=10 mG, 1 G=1,000 mG|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||

Features

|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||

The unit converts: 1mT=10G(Gauss)|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
DC N/S polarity of magnetic field display.|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
Relative / Peak Hold / Real time Zero function.|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
LCD Back-light: Manually in a back-light to open and close, connect as connecting the power, in a back-light and long
and on, it is in a back-light to connect the power and remove to close.|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
DATA HOLD.|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
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MAX/MIN hold.|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
GO and NO-GO alarm and alarm value set up the function, Production testing.|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
Gauss/Tesla unit selection.|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
Manual 200 capacity records.|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
Auto 6000 capacity data logging, interval is set up by PC.|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
Maximum and minimum average: record the data downloaded to the computer, automatically out of the calculation of
the top 10 maximum / 10 minimum / average.|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
Transmission interface: USB interface to send data + PC connection application software, real time function.|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||

Specifications

|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||

Range: 0~3,000mT(milli Tesla) / 0~30,000G(Gauss), Auto Range|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
Resolution:  0.1/1 mG   or   0.01/0.1 mT|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
AC Frequency response: 40Hz to 500Hz.|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
Accuracy at 23 ±3ºC, RH|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
DC milli Tesla:

Range: 300.00mT
Resolution: 0.01mT|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
Accuracy: ±(4% + 10dgt)|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||

Range: 2,000.0mT
Resolution: 0.1mT|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
Accuracy: ±(4% + 10dgt)|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||

Range: 2,000.1 ~ 3,000.0mT
Resolution: 0.1mT|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||

DC Gauss:
Range: 3,000.0G

Resolution: 0.1G|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
Accuracy: ±(4% + 10dgt)|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||

Range: 20,000.0G
Resolution: 1G|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
Accuracy: ±(4% + 10dgt)|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||

Range: 20,001 ~ 30,000G
Resolution: 1G|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||

AC milli Tesla:
Range: 150.00mT

Resolution: 0.01mT|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
Accuracy: ±(5% + 20dgt)|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||

Range: 1,500.0mT
Resolution: 0.1mT|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
Accuracy: ±(5% + 20dgt)|||UNTRANSLATED_CONTENT_END|||

 AC Gauss: 
 Rozsah: 1 500,0 G

 Rozlišení: 0,1G|||UNTRANSLATED_CONTENT_START|||
Accuracy: ±(5% + 20dgt)|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||

Range: 15,000.0G
Resolution: 1G|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
Accuracy: ±(5% + 20dgt)|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||

Temperature:
Range: -20~50℃>/-4~122℉|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
Resolution: ±0.1℃/±0.1℉|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
Accuracy: ±1.0℃/±1.8℉|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||

Dimension: 156 x 73 x 35 mm (L x W x H)|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
Battery: 6 x AAA batteries|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
Operating temperature and humidity: 5℃ ~ 40℃|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||
External AC 100~240V to DC 9V/0.5A power supply|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||

Standards Certification:

|||UNTRANSLATED_CONTENT_END||||||UNTRANSLATED_CONTENT_START|||

CE|||UNTRANSLATED_CONTENT_END|||
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